Puff Gun L\Aachine

Farinaceous raw materials such as cereals, rice, wheat, corn arefed into the vessel
of the Puff Gun machine. Then the lid of the vessel is closed air-tight. The whole
vessdl is heated up with the rotating action. By heating up the moisture inside the
raw material, pressure inside the vessel gradually increase. Though the optimum
pressure varies depending upon theraw material used and its moisture content, in
the case of rice, when the inside pressure reaches 0.8 — 1.0 M pa, release the vessel
opening lever and the raw materials inside the vessel expand at once due to the
difference of internal and atmospheric pressure.
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Puff Gun Machine

MODEL NO. 5

SPECIFICATIONS

PRESSURE VESSEL

Vessdl Volume 13 liter

Capacity / batch : 5liter

Max. Pressure : 1.5Mpa

BURNER

Required Pressure : 800mm Aqg — 1,000 Ag.

Calorific Value : 11,600 kcal/hr. — 13,100 kcal/hr.

Heat Source : Propane (LPG)

RAW MATERIALS

Material Name : Any farinaceous materials (Rice, Wheat, Corn, Millet.)

DRIVE UNIT

Drive Motor : AC 200V, 3 phase, 200W Reduction Ratio: 1/15
41 rpm/60 Hz 34r pm/50Hz

MACHINE DIMENSIONS & WEIGHT

Machine size : 1600 mm (L) x 830 mm (W) x 1150 mm (H)

Weight : 370 kg

Power Consumption : 500g/h
PRESSURE / HEATING TIME

Rice :08-10Mpa/5-8min.
Wheat/Corn :1.3-15Mpa/8-10min.
PRODUCTION CAPACITY

Rice : 25 kg/hr. — 40 kg/hr.
Wheat/Corn : 20 kg/hr. — 25 kg/hr.
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